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SEDE
L . . . Product Order Lumen Power Voltage Beam CCT CRI
Sede series is a compact and adjustable recessed LED lighting code Code Angle
with unigue design and simply structure, multiple-head choice
SD140T1 2483 30001m 30w 120-277V 15/24/36 2700/3000/4000/5000 80/90/95

(single, double, triple), separate body and recessed housing
with hanger bar for easy installation,it's the best choice for
shop lighting and general lighting.

3000lm*2  30w*2 120-277V 15/24/36 2700/3000/4000/5000 80/90/95

SD140T2 2486
3000Im*3 30w*3 120-277V 15/24/36 2700/3000/4000/5000 80/90/95

SD140T3 2489

Available Accessories Product Order Lumen Power  Voltage Beam CCT CRI
code Code Angle
SD180T1 2273 40001m 40w 120-277V 15/24/36 2700/3000/4000/5000 80/90/95
SD180T2 2276 40001m*2 40w *2 120-277V 15/24/36 2700/3000/4000/5000 80/90/95
SD180T3 2279 40001m*3 40w*3 120-277V 15/24/36 2700/3000/4000/5000 80/90/95
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Jia Cheng Lighting & Electrical Apparatus Co., Ltd.

Xiaolan , Zhongshan City, Guangdong Province,china

E-mail: export@jclighting.net
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